
ALL DIMENSIONS, SPECIFICATIONS, MATERIALS CAN CHANGE WITHOUT PRIOR NOTICE

THE INFORMATION CONTAINED HEREON IS CONFIDENTIAL INFORMATION AND IS THE SOLE PROPERTY OF SURE-GEN 
INC. ANY USE, DUPLICATION, RETENTION, OR TRANSMITTAL TO OTHERS WITHOUT WRITTEN PERMISSION OF 
SURE-GEN INC., IS PROHIBITED. SURE-GEN INC.

NOTE:

REFRENCE NOTES

3

2

1 ENCLOSURE CONSTRUCTED FROM A MARINE GRADE ALUMINUM WITH A POWER COAT FINISH APPLIED. 
ENCLOSURE ASSEMBLED USING STAINLESS STEEL HARDWARE

VIBRATION ISOLATORS MOUNTED BETWEEN SUB BASE AND GEN SET

ELECTRICAL STUB UP ARE USED FOR:
GENERATOR LOAD LEADS, A/C POWER FEED FOR JACKET WATER HEATER AND BATTERY CHARGER IF 
PROVIDED, CONTROL WIRES FOR ATS CONTACTS IF NEEDED
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ELECTRICAL STUB UP AREA

OUTLINE OF UNITOUTLINE OF TANK

REMOVABLE REAR 
PLATE FOR STUB UP 
AREA ACCESS

ELECTRICAL STUB UP 
AREA

FUEL SENDER

FUEL SUPPLY

FUEL RETURN

AIR EXHAUST

CONTROL PANEL

AIR INTAKE

LIFTING EYES 1.5"Ø

9/16" MOUNTING HOLES
REMOVABLE REAR PLATE FOR STUB UP AREA 
ACCESS

157.00

57.00

71.00

AIR INTAKE

5.25

48.98

4.01

1.948.01

134.66

59.48
157.00

FUEL FILL
EMERGENCY VENT

NORMAL VENT

3

2 OIL & WATER DRAIN LINES WITH 
BRASS BALL VALVES INSIDE 
ENCLOSURE

1

REMOVABLE DOORS WITH WEATHER STRIPING

2

3

ENGINE EXHAUST 
WITH RAIN CAP

UV PROTECTED SPIN OFF 
RADIATOR CAP ACCESS

3

38.83

28.00 28.00 28.00 28.00 28.00 8.508.50

56.29

92.25

10.25

92.25

10.25

49.75

29.75

9/16"Ø MOUNTING HOLES FOR 1/2" 
CONCRETE ANCHOR BOLT
(4 REQUIRED FOR WIND LOAD ANALYSIS)

ENCLOSURE  MEETS WIND LOAD ANALYSIS PER 
ASCE-7-88 (WIND VELOCITY IS 150 MPH) INSTALLED ON A 
CONCRETE PAD AT GROUND LEVEL

SURE-GEN INC.
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TANK-300 GALL
TANK-500GALL

TANK-650GALL UL
TANK 500-GALL UL
TANK 300-GALL UL

SUB-BASE (ENCLOSURE)
SUB-BASE & TANK  ASSOCIATED

880086
880155
880156
880168
880042
880107 77.00"

86.00"
91.00"
90.00"
94.50"

100.00"

A
6.00"

29.00"
23.50"
19.00"
20.00"
15.00"

B

(TYPICAL HEIGHT) = REFER TO TABLE ABOVE
(TYPICAL WIDTH) = 57"(TYPICAL LENGTH) = 157"

TRADEWINDS MODEL
TJ-250
TJ-270
TJ-300
TJ-310
TJ-350
TJ-360
TJ-400

* REFER TO TANK DRAWING  FOR MOUNTING MOUNTING HOLE DIMENSIONS
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8

TANK-1000GAL UL #142
TANK-2000GAL UL #142

880420
JRS2000

36.50"
42.00"

107.50"
113.00"*
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