
NOTE:

ENCLOSURE CONSTRUCTED FROM A MARINE GRADE ALUMINUM WITH A POWER COAT FINISH APPLIED. 
ENCLOSURE ASSEMBLED USING STAINLESS STEEL HARDWARE

VIBRATION ISOLATORS MOUNTED BETWEEN SUB BASE AND GEN SET

ELECTRICAL STUB UP ARE USED FOR:
GENERATOR LOAD LEADS, A/C POWER FEED FOR JACKET WATER HEATER AND BATTERY CHARGER IF 
PROVIDED, CONTROL WIRES FOR ATS CONTACTS IF NEEDED
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REFRENCE NOTES

THE INFORMATION CONTAINED HEREON IS CONFIDENTIAL INFORMATION AND IS THE SOLE PROPERTY OF SURE-GEN 
INC. ANY USE, DUPLICATION, RETENTION, OR TRANSMITTAL TO OTHERS WITHOUT WRITTEN PERMISSION OF 
SURE-GEN INC., IS PROHIBITED. SURE-GEN INC.

ALL DIMENSIONS, SPECIFICATIONS, MATERIALS CAN CHANGE WITHOUT PRIOR NOTICE
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AIR EXHAUST

RECOMMENDED CLEARANCE 
FOR DOORS

FUEL RETURN

FUEL SENDERFUEL SUPPLY

FUEL FILL

CONTROL PANEL AIR INTAKE

LIFTING EYES 1.5"Ø

103.00" 36.00"

84.09" 38.69"18.91"

95.22"

OUTLINE OF TANK #1-7

OUTLINE OF UNIT
5.26"

1.75"

3.91"

ELECTRICAL STUB 
UP AREA

28.19"

7.07"

REMOVABLE REAR PLATE 
FOR STUB UP AREA 
ACCESS

BREAKER BOX IF PROVIDED

AIR INTAKE

NORMAL VENT

EMERGENCY VENT29.61"

29.61"

OIL & WATER DRAIN LINES WITH 
BRASS BALL VALVES INSIDE 
ENCLOSURE

UV PROTECTED SPIN OFF 
RADIATOR CAP ACCESS

ENGINE EXHAUST 
WITH RAIN CAP
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REMOVABLE DOORS WITH WEATHER STRIPING
LEXON SEE THROUGH 
PANEL DOOR 

ALL DOORS KEYED ALIKE

16.33" 3.70"23.33"23.33"

35.50"

22.25"

11.75"

22.25"

8.41"

22.25"

8.41"

22.25"

11.75"

15.91"

32.25"

ENCLOSURE  MEETS WIND LOAD ANALYSIS PER ASCE-7-88 
(WIND VELOCITY IS 150 MPH) INSTALLED ON A CONCRETE PAD 
AT GROUND LEVEL

9/16"Ø MOUNTING HOLES FOR 1/2" CONCRETE ANCHOR 
BOLT
(4 REQUIRED FOR WIND LOAD ANALYSIS)

33
5/8

55.63"59.63"

3/4"Ø MOUNTING HOLES FOR 11/16" CONCRETE ANCHOR 
BOLT
(4 REQUIRED FOR WIND LOAD ANALYSIS)

OUTLINE OF TANK #8,9
1/2" NPT BASIN ALARM 
AND DRAIN

1/2" NPT BASIN ALARM AND DRAIN

107.75"

MAINTAIN A MINIMUM OF 30" OF FREE 
SPACE ON LEFT AND RIGHT HAND 
SIDES OF UNIT TO ALLOW FOR DOOR 
SWING

FRONT

REAR
RIGHT SIDE LEFT SIDE

SURE-GEN INC.

SUB-BASE & TANK  ASSOCIATED
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TANK-75 GAL

TANK DOUBLE WALL-150 GAL UL #142
TANK DOUBLE WALL-75 GAL UL #142
TANK-150 GAL

SUB-BASE

880105
880166

880103
880104

880102
64.14"

66.14"
76.14"

73.64"

56.64"
A

12.00"
21.50"
14.00"
24.00"

4.50"
B

(TYPICAL WIDTH) = 36"
(TYPICAL HEIGHT) = REFER TO TABLE ABOVE
(TYPICAL LENGTH) = 103"

TRADEWINDS MODEL
TJ-50        TP-30
TJ-65        TP-45
TJ-85        TP-60
TJ-107      TP-75
TJ-125      TP-80
TGM-60    TP-100  
TGM-80
TGM-100 
                                   
            

6 TANK-250 GAL 880315 81.64" 29.50"
7 TANK DOUBLE WALL-300 GAL UL #142 880337 91.14" 39.00"
8 TANK DOUBLE WALL-400 GAL UL #142 880344 79.64" 23.00"
9 TANK DOUBLE WALL-500 GAL UL #142 880431 84.64" 28.00"
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SureGen Model

Sure Gen Model


